A. R. B. NOTICE 


No. 26 


Issue 1. 
20th October, 1964. 


MILLS EQUIPMENT ME 2095 SAFETY BELTS 


i A number of old ME 2095 safety belts have been returned 
to the manufacturer, due to the locking plate of the quick release 
~-unit failing to free from the webbing when the belt is tested under 
load. When this occurs the operating lever travels through a 
greater angle than normal and passes over the top of the locking 
plate. This effectively prevents the locking plate from rising 
sufficiently to clear the ribs in the webbing. 


2 A number of factors have contributed to this defect, and it 
is apparent that although reports have so far been confined to 
belts carrying early serial numbers, all belts might be affected in 
time, particularly if they are not regularly serviced. 


3 As an immediate precaution, all ME 2095 belts fitted to 
aircraft must be tested as follows: 


(i) Sit in the seat and secure the belt tightly. 
(ii) Arch the body to apply a load against the release unit. 
(iii) Pull the operating lever. 


(iv) Ensure that the locking plate rises, and frees the belt 
cleanly and immediately. Jfit fails to do so the belt must 
be removed from service, and modified as described in 
paragraph 4, 


(v) Repeat the test at monthly intervals until belts are 
modified in accordance with paragraph 4. 


4 To eliminate the possibility of failure of the locking plate to 
release, as described in paragraph 1, all quick release units must 
be modified to the standards required by Mills Equipment 
Modification ME/3. Those bearing serial numbers of less than 
10,000 must be modified by 30th April, 1965. The remainder 
must be modified by 31st December, 1965. 


5 Operators are reminded of the necessity to maintain and 
overhaul these belts at the periods, and in the manner, described 
in the latest edition of the maintenance and overhaul instructions 
issued by the manufacturer, and to communicate this to their 
maintenance staff. Copies, together with details of modification 
ME/3 are available on application to : 


The Mills Equipment Company Ltd., 
56 Victoria Street, 
London, S.W.1. 


By Order of the Board, 


Secretary. 
Air Registration Board, 
Chancery House, 


Chancery Lane, 
London, W.C.2. 


